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LOS GATOS RESIDENTIAL DESIGN GUIDELINES

INTRODUCTION

A.

Purpose
These residential design guidelines are intended to assist Los Gatos preperty
owners considering building alterations, remodeling, or new constructicn of
residences. They are also intended to assist the Town in evaluating proposed
projects. The primary purpose is to guide property owners towards successful
solutions to their needs and to maintain the existing positive physical gualities
and character of the residential neighborhoods in Los Gatos. It will assist in
determining whether a new building, or an expansion of an existing one, is
visually compatible with the character of its neighborhood. The basic premise
is that existing structures should be retained and rehabilitated while maintaining
the structure’s integrity. New construction and any alterations should contribute
to the unique existing urban qualities of the Town.
Application / Enforcement
1. Residential Historic District Boundaries
These guidelines apply to all properties within the boundaries of designated
Historic Preservation Qverlay Zones, Landmark Sites, and to all residential
buildings constructed before 1941. The provisions of the Historic District
Ordinances takes precedent whenever there may be a conflict between the
Design Guidelines and the Historic District Ordinances.
2. legal Basis of these Guidelines
All new construction and any exterior modificaticn to existing residences
within the Landmark and Historic Preservation Overlay Zone, and Historicaily
Designated Sites shall be in conformance with these Design Guidelines
which were adopted by the Town Council on Qctober 5, 1932.
3. Related Requirements
Al new construction shall conform to the requirements of the Los Gatos
building, plumbing, glectrical, and mechanical codes and requirements of the
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State of California, e.g., Alquist-Priolo Act; Title 24 of the California
Administrative Code (including the State Historic Building Code).
4, Requirements for Review of Applications
Requirements for review of proposed residential projects are as stipuiated
in the Los Gatos Town Code.
C. Critical Residentiat Issues
Los Gatos is confronted with several critical issues with respect to its existing
housing stock. Historically, Los Gatos was primarily a summer resort; housing
stock consisting primarily of weekend or summer retreats. The variety of styles
and housing types buiit over time enhance quality of life in Los Gatcs. The
neighborhoods have essentially retained maost of this character, but they are now
confronted with economic growth and expansion from Silicon Valley. Because
of the transition into a suburban community of permanent residents, housing
requirements have changed. Remodeling existing buildings and adding new
housing in existing neighborhoods requires thoughtful planning.
D. Neighborhood Character
1. Significance
The Town of Los Gatos nhas determined that it would like to preserve the
gxisting town. ambience, specifically the historic character of its
neighborhoocds.  Retention of this character enriches the physical
environment of the Town. In order 1o protect neighborhood character we
must first define it and, when possible, guantify the definitions, This section
focuses on the physical and visual aspects of neighbarhood character. Two
of the most impoertant aspects of neighborhood character, change and
diversity, are taken into consideration.
2. Definition
Physical aspects of neighborhoed character are described by the foliowing
categories: context, site, form, rhythm, and treatment of surfaces. Context
is a combination of elements which broadly define the neighborhood, but are
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not site specific. Site refers o the reEat%onship oetween the built form and
the iand. Form is the shape, size, massing, and generat composition of
structures. Rhythm refers to a combination of elements of the form which
break the mass into smaller elements which, when combined with
neighboring elements, create a rhythm on the street. Treatment of surfaces
is the material and resuiting textures on the various pianes of the structure.
3. Los Gatos Neighborhood Character

Los Gatos neighborhcods consist primarily of detached single family houses
with open vards on all sides. Most of the historic housing was not
developed in architecturaily uniform tracts, but rather as individual dwellings
constructed irregularly over a long span of years, with [ater buildings unfilled
among the earlier ones. A given neighborhood is generally harmonious in
scale and rhythm, yet diverse in architectural style. F’rese%ving and
promaoting this scale and diversity is imporntant to the preservation and
enhancement of the neighborhood character.

[l. GENERAL GUIDELINES

A

Philasophy

These guidelines establish criteria for neighborhood compatibility and historic
rehabilitation. Compiiance with these guideiines does nct necessarily guarantee
a successiul project. Rather the intent is to assure neighborhocd compatiility.
A thoughtful and sensitive design, and guelity of construction and materials are
glsc important to project success.

The Design Guidelines do not prescribe specific architectural styles; rather they
encourage property owners to determine the special character and its
accompanying features inherent in their particular residence. Numerous
appropriate design solutions exist for established neighborhocds. The Design
Guidelines do not encourage historical imitation or dramatic change from the
existing context. The primary consideration is that a proposed design
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consciously reflect the scale, rhythm, and continuity of the existing neighborhcod
to create a harmonious fit that will enhance the guality of the neighborhocd.
The intent of these Design Guidelines is to aid property owners and their
designers throughout all phases of project design. The Guidelines were aiso
prepared for neightors, community groups, and the Planning Commission, and
Pianning Department staff and the Historic Preservation Committee for use in
evaluation and recommendation of proposed projects. Professional consultation
is recommended for existing structures, and development within sensitiye areas,
for a successful and appropriately designed and detaited building.
In general additicns to existing structures should be subtly distinguished from
the original building. New construction shouid also relate in a sensitive, positive
manner to the existing surrounding town fabric, and its siting. Complete buildout
to the boundaries of existing zoning is not necessarily acceptabie.

B. Character-Defining Features
Rather than speaking of "styles” which imply adherence to certain abstract ideal
patterns, these guidelines address "character-defining features" because actua!
historic buiidings hardly ever conform exactly to styles, and each structure
should be respected anc treated on its own merits. Therefore, before planning
alterations to a historic building, look at it carefully and analyze what contributes
to its character. You will probably find some or all of the following, and more:
= siting, height, and setbacks |
= materials
= Ornamentation
« roof shape and coverings
« projections: dormers, bay windows, porches, stairs, etc.
» indentations, porches, side jogs, etc.
= windows: size, proporticns, method of opening, sash materials, trim
« porches: size, refation to main roof shape and design of post(s), design of

railing, height above ground.
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= entry: relation to main house wall, doar design, trim
« stairs: location, direction, design of railing, materials
» chimney: height, location, materiais
«  Dbrick work or stone work: color, size, and texture of units; profile, color and
composition of mortar
« foundation or basement: difference (if any) in treatment from maint house
walls _
« garage and its relation to the house
For examples of the differences between houses in their character-defining
features see Section IX.
C. Density and Variety
Density and variety in a neighborhood are critical to the qualities that make it
unique and desirable. Itis the town pclicy to strive to maintain existing densities,
concentration of associated activities and housing values, and to mitigate
overuse or degradation of the existing environment. Density is primarily
controiled through zoning, but it should also be considered by the property
owner and designer.
Variety results from a series of individual projects built at various times. Variety
is Important in maintenance of an established yet diverse and dynamic gquality
for a neighborhood. Itis important for new structures and alterations to conform
to the established proportions, siting, scale, rhythm, materials cf the existing
building or neighborhood. itis also important for new structures and alterations
to maintain their own subtly individual character and definition.  Strikingly
‘modern” design is discouraged in historic neighborhoods; new buildings and
alterations should either blend in inconspicuously or match existing buildings.
D. Pre-Design Research
Prior to commencement of work the existing conditions of a structure or a
neighborhood should be investigated to determine the foliowing:
» If the buiiding or neighborhood is historically significant

()]
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Which features are character-defining

Which elements are crigina

Which previous modifications are appropriate

Reversibility or ease of redesign from an unsuccessfui modification

CONTEXT
A. Treatment - Additions

The character of any addition or alteration should ke in keeping with and
subordinate to the integrity of the original structure.

The established scale, form and proportions of the original structure should
be respected in new additions.

The existing built forms, components and materials should be reinforced.

B. New Construction in Historic Districts

Replacement of an existing character-defining or historic structure with a new
structure is strongly disccuraged.

Replacement of a non-contributing structure is acceptable.

New construction should be in keeping with the existing neighborhood.
The established contextual patterns and rhythms should be respected.

It is perfectly acceptable that a new "style" be introduced, if it is in keeping
with the neighborhood. Historically that has cccurred throughout the
development of the Town of Los Gatos.

New construction and additions shatll match or be subtly distinguished from
gxisting historic structures.

New structures should not create a false sense of the historical development
of the district.

IV. THE SITE
Siting is the relationship between the building form and the land. It is the relationship

between the new construction and the existing structure. Setbacks are the distance

between the structure’s edges and the property lines. Setbacks rear, side, and front

are both zoned and implied. These setbacks define and create the block's rhythm.
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The space created by setbacks becomes the cpen space. This space forms the
transiticn between separate private spaces and between private and pubiic spaces.

The location and size of any proposed alteration or new construction must be
determined through analysis of the existing neighborhood building configuration.
The size and topography of the site will dictate a specific response as will the
surrounding context. The house's position, setbacks, and yards will all be important
in maintenance cf the streetscape, scale, rhythm, and continuity of the existing
neighborhood.

A. Treatment - Additions to Structures Buiit Before 1941

Do not demolish historic feature, characteristics or materials,

Do not add roof top additions where the roof is of historic significance.
Reduce the size of the additiocn with respect tc the original structure.

Site the addition in the least conspicuous place. In many cases this is arear
or side elevation; only rarely is it a rooftop.

With historically significant structures, design the addition to match or be
subtly distinguishable from the ariginal structure.

B. Treatment - New Construction and Additions

V. FORM

Conform new structures to the existing and/cr required setbacks and
replace the “footprint” of the original structures if any.

Respect the established site patterns and harmonize with neighbering
buildings and existing topography. Exceptions rﬁight occur at corners, or
where unusual existing condition or neighboring structures creates a special
condition.

Respect the street pattern created by open space.

Farm is the shape, size, and the general composition of a structure. The volume

and mass are the spatial arrangements, bulk, and three dimensional form of a

structure. Mass and volume create shadows. The scale and proportion of a
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VL.

structure are the size and dimensicns of the building's components relative to one

another and relative 1o the surrounding structures.

A.  Treatment - Additions to Historic Structures
« Design additions so their volume, mass, scale and proportions are
subservient to and compatible with the existing structures.
= When working on historic buildings, design additions to match or be substly
distinguishable from the original.
« Make additions compatible in scale and propartion to the existing structure.
B. Treatment - New Construction
»  When a prevailing scale or proportion exists on a block, make additions
compatible with it.
= When a new project has more square footage than the surrounding
structures, reduce the scale of the structure with sensitive design treatments.
Setbacks, overhangs, bay windows, changes in roof slopes, and facade
ornament are all methods for reducing the scale of a structure.
COMPONENTS

The components listed are major design elements which define neighborhood

character. While treated separately under these Guidelines, they in fact combine to

‘create the style of the building.
A

Entry

The entry is usuaily the main focus of the building. The entry is often articulated
by overhangs or recesses. This articulation, the entry iocation contribute to the
composition and proportion of the structure.

TREATMENT - ALTERATIONS

« ldentify and retain significant entry features

« Respect the original significant entry features when adding new elements.
. [dentify and harmonize with existing entry rhythm on the street.
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TREATMENT - NEW CONSTRUCTION

Adcress the scale, propertion, and composition of the surrounding
structures, without duplicating the exact historic ornament.

Respect the existing patterns created by shades and shadows alcng the
street.

B. Windows
Windows contribute to the composition, proportion, ormament. Windows should

not be replaced with new windows which are unsympathetic to the existing

structure, drastically affecting the appearance of the structurs.
TREATMENT - ALTERATIONS

Identify, retain and repair existing character-defining windows whenever
possible.

Replace only the detericrated portions windows rather than the entire
window.

Where full replacement is required, repiace in kind using the same type, size
and material.

Do not use aluminum slider windows.

Avoid aluminum sash for screens and storm windows.

Place greenhouse windows where they are not seen from the street.

TREATMENT - NEW CONSTRUCTION

[ ]

Use new windows which are compatibie in proportion, scale, material, and
ornament to existing.
Do not use aluminum slider windows.

C. Bay Windows
D. Garages

Often the largest clement on the ground floor, the garage, by virtue of its size,

plays a major role in the composition of a structure.
TREATMENT-ALTERATIONS |

Identify, retain and repair existing character-defining garage doors.
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Replace cnly the detericrated portions of the garage door rather than the
entire door.

Where full replacement is required, replace in kind using the same type, size
and material.

TREATMENT - NEW CONSTRUCTION AND ADDITIONS

Where possible, design garage to be attached and at the rear of the ict.
If attached, design garage entry on other than the front facade if possible.
Design for a minimum garage door width.

Reduce the perceived size by using ornament or recessing the door.
Treatment should be in keeping with the main house.

E. Rocof
- The roof refers to the type of roof siope, and the decorative features including

dormers, cornices, eaves, and facia. It also refers to aornament inciuding

cresting, and cupolas,
TREATMENT - ALTERATION

Identify, retain and repair existing character-defining rooflines and rocf
compoenents whenever possible.

Where full replacement is required and the criginal material is character
defining, replace in kind using the same material.

Do not use shake shingle.

Where water penetration obcurs, determine if failure is a result of design or
lack of maintenance. Where the design has failed, redesign as
inconspicuously as possible.

TREATMENT - NEW CONSTRUCTION

ldentify any roofline patterns along the street.

Design the roofline of an addition to be subservient to and corﬁpatible with
the existing roofline.

Design new structures to be compatible with identified patterns where they
OCCUr.

1C
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« Where new construction is iarger in mass than existing construction, use
rooflines and roof features such as dormers, to brezk down the mass and
bring the scale down to be compatible with the neighboring structures.

F.  Chimneys

Chimneys coften contribute to the overall character of a residence. At the same

time unreinforced masonry chimneys can create hazardous earthguzke

conditions. |

TREATMENT - ALTERATION

« ldentify, retain and reinforce, tie back or brace significant chimneys.

«  Rebuild missing chimneys, reinforcing masonry where possibie.

«  When existing chimneys are rebuilt, clad chimneys in the original material or
an approved visually compatible substitute material.

« Do not paint unpainted brick.

TREATMENT - NEW CONSTRUCTION

» Respect existing street pattern in new design.

G. Porches

Porches and their associated railings, cornices, rooflines,  overhangs, and

supporting members are often an important character defining feature of a

structure, style, or neighborhood.

TREATMENT - ALTERATIONS _

« [dentify, retain, and repair character-defining eiements of porches.

» Replace only deteriorated portions, rather than the entire porch.

= Replace in kind using the same material, profiles and details as original.

TREATMENT - NEW CONSTRUCTION

» Design new porches to harmonize with the setbacks, mass, scale and
materials of the neighborhood.

« On historic buildings, restore missing porches based on sufficient historic
documentation and evidence, or create a new compatible design.

1
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« Design porch enclosures to be recessed so originai porch design remains
apparent,

» Design details tc be recessed so enclosure may be removed and the originai
porch resteored at a future time.

H. Stairs

Stairs often combine with the entry or porch and are an important design feature.

TREATMENT - ALTERATIONS

» Identity, retain and repair significant stairs.

» Inthe event a stair is to be totally replaced, replace in kind using the same
design and materials as the original.

TREATMENT - NEW CONSTRUCTION

= |dentity and respect patterns, if any, the stairs create on the strest.

= Design new stairs to be compatible in materials, proportions, and direction
of other stairs on the street.

. Fences

Fences enclose, thus define, outdoor space and property lines.

TREATMENT - EXISTING )

« ldentify and repair character defining fences.

»  When replacing missing elements where original design is known, recreate
original, or create a simplified design using the same materials, proporticns
and composition as the original.

TREATMENT - NEW CONSTRUCTION

= In front yards, use fences only where they are characteristic of the
neighborhood.

» Respectexisting gate, setbacks, height, and proportion of existing openings.

« Provide a high-quality finish and detail on neighboring fences.

12
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V. SURFACE TREATMENT AND ORNAMENTATION
While the volume, mass, and components define the general shape and rhytnm of
a neighborhcod, the arnamentation and details are the fine grain elements which
define its quality.

A

Surface Treatment

The surface product is defined by material (such as wood, brick or stucco), its

form (such as boards, bricks, shingles), and its finish (smoocth or textured).

TREATMENT - ALTERATICONS

» ldentify, retain and repair existing character defining surface treatment,

= Use new surface product compatible with the existing material in material,
form and detail.

TREATMENT - NEW CONSTRUCTION

= Match surface or use compatible surface treatment.

« Do not use "imitation” materials such as styrofcam which appears to be
concrete, stucco which appears to be stone, masonite or vinyl which
appears to be wood.

Ornamentation

Ornamentation consists of building features such as rustication or cornices,

treatment and trim at openings, and surface applied relief.

TREATMENT - ALTERATION

»  {dentify, retain and repair character-defining ornamentation.

»  Where ornamentation is damaged beyond repair or missing, replace in kind
or with an appropriate substitute material and match detail.

TREATMENT - NEW CONSTRUCTION

« . Respect the scale, proporticn, texture, of the existing ornamentation.

«  New structures should not create a false sense of the historical d‘evelopment
of the district.

« Use the same or higher quality materials in new construction.

13
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VIl LANDSCAPING
New landscaping should respect distinctive landscape elements.
TREATMENT - ALTERATIONS
= Respect and retain the character defining landscape and planting whenever
possible.
TREATMENT - NEW CONSTRUCTION
= Respect tree and planting patterns.
» Equal or exceed quality and density of landscaping.

14
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IX. EXAMPLES OF CHARACTER-DEFINING FEATURES

Roof:
Walls:
Chimney:

Windows:

Massing:

Entrance:
Height:

Relation to Site:

Clay pantiles, shape, pitch, variety of levels

Large plain areas, stucce, texture of stucco

' Tapering shape, stucco to match walls

Wood, double-hung, slightly recessed, simple sill and moldings.,
proportions of height to width, grouping/placement

Tree-dimensional appearance of house in several sections of
varying, shapes, and contrast with chimney

{nct visible in photo})
One-story front, secend story set back

Far back from street and from side ot lines

NOTE: Rear is probably an addition {(different windows, roof material, no variety in

massing)

15
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Roof:

- Windows:

Massing:

Surface:

Porch:

Gable end:

Partly gabled and partly truncated pyramid

wood, tall and narrow proportions, double-hung, plain board
surrounds, sifls with embossed near-brackets

Picturesque three-dimensional massing: L-shaped plan, rcof
partly gabled, partly truncated pyramid, projecting porch

Surface treatment variety: Hexagonal shingles on gable-end,
wide rustic on main house body, vertical tongue-and groove
base, decorative motif over facade window pair

Size and proportions, roof independent of main cne and nearly
fiat, spindle-work frieze, multi-notched square posts with
chamfered tops and cutwork brackets

Pent roof at bottom, molded eaves with simple bargeboard, apex
ornament, hexagonal shingles

18
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Roof:

Gable vents:

Windows:

Siding:

Height:

Very low pitch, gable end to front, slightly proiecting rafters,
cverhanging eaves

Vertical decoration at apex of gables

Weod, double-hung (mostly), facade ones with short upper sasn
and nearly square proportions, side ones with each sash nearly
square, plain board surrounds and simple sills

Wide rustic

One short story without basement

17
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Roof:
Windows:

Front bay windcw:

Side bay window:

Pcrch:

Siding:
Height:

Relation to Site:

Shape, pitches, fine-grained surface texture

Wood, double-hung, segmental arch tcp

Locaticnr on facade, flat roof below main roof ang its cornice,
three sides and their angles to each other, long and narrow
window proportions, twe windows on face, colonettes between
windows, moldings, paneling, cornice

Location, shape, relation to roof, window proportion and trim

fnset in corner of main building volume, simple posts with cut
corners (chamfered), lintel shape, size, proportions

Wood, wide channe! rustic

One tall story over high basement

Set well back on lot and in from lot sides, detached garage at
rear, driveway at right, bulkhead wall at sidewalk

18
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Roof:

wWindows:

Paorch:
Porch Columns:
Facade org.:

Siding:
Height:

Relation to Site;

Special Features:

Shape,pitch,overhand projecting rafters, knee braces, fine-
grained materiais

Wood, double-hung, wide and plain board surrounds with top
board extended, proportions different on front from sides,short
upper sash in front

Inset under attic, floor, railings and their nature, side openings,
height and depths, symmetry

Shape, pairing, detailing capitals, bases, relation to front porch
wall

Symmetry, entry at center, sidelights (narrow windows) flanking
each opening -

Wood, wide clapboards {overlapping, slightly sianted)
One-and-one half-stories

Front and side setbacks, main floor height above ground, stone
wall at sidewalk, detached garage at rear driveway at left

Attic window ensemble with center one taller, simply balustraded
balcony with knee braces

19



LOS GATOS RESIDENTIAL DESIGN GUIDELINES

X. BIBLIOGRAPHY
American Life Foundation. "Gordon-Van Tine Co. Architectural Details 1915", Catalogue.
New York, American Life Foundaticn. 1985.

Amrhein, James E., S.E. Residential Mascnry Fireplace and Chimney Handbook. Los
Angeles, Masonry institute of America. 1889.

Blumensecn, John J.-G. Identifying, American Architecture.  Nashville, American
Assaociation for State and Local History, 1977, 1981,

Bruntz, George G. History of Los Gatos. Santa Cruz, Western Tanager Press (Valley
Publishers). 1983.

Howard, Hugh. How Oid is this House? A Skeieton Key to Dating, and Identifying Three
Centuries of American Houses. New York, Farrar, Straus and Giroux for Home
Renovation Associates. 1988,

Klein, Marityn W. Clues to North American Architecture. Markham, Ontario; Fitzhenry
& Whiteside Limited. 1985.

McAlester, Virginia & Lee. A Fieid Guide to American Houses. New York, Alfred A. Knop.
1984, fourth printing 1986.

Myers, John H., revised by Hume. Gary L. "Aluminum and Vinyi Siding on Historic
Buildings". Volume 8, Preservation Briefs. Washington, D.C.; U.S. Government Printing
Office.

Myers, John H. "The Repair of Historic Wooden Windows"., Yolume 8. Preservation
Briefs. Washnington, D.C.; U.S. Government Printing Office.

Nelson, Lee H., FAIA. "Architectural Character: [dentifying the Visual Aspects of Historic
Buildings as an Aid to Preserving Their Character”. Volume 17, Preservation Briefs.
Washington, D.C.; U.S. Government Printing Office.

Park, Sharon C., AIA. '"The Use of Substitute Materials on Historic Building Exteriors".
Volume 16, Preservation Briefs. Washington, D.C.; U.S. Government Printing Office.

Prentice, Hétaine Kaptan and Prentice, Blair. Rehab Right, How 10 Realize the Full Vaiue
of your Old House. City of Oakiand Planning Department. Berkeley, Ten Speed Press.
1978, 1986.

Rifkind, Carole. A Field Guide tc American Architecture. New York, Bonanza Books.
1880, 1986. :

Stahl, Frederick A. A Guide to the Maintenance, Repair, and Alteration of Historic
Buildings, New York, Van Nostrand Reinhold Company. 1984,

20



LOS GATOS RESIDENTIAL DESIGN GUIDELINES

Sweetser, Sarah M. "Roofing for Historic Buildings”. Voiume 4. Preservation Briefs,
Washington, D.C.; U.S. Government Printing Office.

U.S. Department of the Interior Naticnal Park Service. The Secretary of the Interior's
Standards for Rehabilitation and Guidelings for Rehabilitating Historic Buildings (Revised
1983). Washington, D.C., U.S. Depariment of the Interior National Park Service
Preservation Assistance Division. '

Weeks, Kay D. "New Exterior Additions to Historic Buildings: Preservation Concerns”.
Volume 14, Preservation Briefs. Washington, D.C.; U.S. Government Printing Office.

21



LOS GATOS RESIDENTIAL DESIGN GUIDELINES

Xl.

GLOSSARY

Apex. Top of a gable end triangle.

Baluster. The vertical support piece cof a railing.

Balustrade. A railing with frequent vertical supports.

Barge board. Plain or fancy decorative clement hung from and parzlle! to the
sloping eaves of a gable end.

Bay window. A group of windows projecting out from the main house wall, usually
with three faces, sometimes (typically 1870s) with five faces.

Brace. Three boards outlining a triangle to support an overhang or horizontal,
usually with little or no decoration.

Bracket. An essentially triangular piece, usually much decorated, which suppaorts
an overhang or horizontal.

Capital. Top of a column, usually decorative.

Casement window. Hinged sash that pushes out horizontally like an awning.
Chamfered. A corner cut across rather than rounded {sketch]. '
Character-deaning features.

Ciapboard. Overiap horizontal siging of tapered profile so that the lower edges
flare cut. Usually about 2 inches between edges, but sometimes 8-8.
Compatibility.

Continuity.

Cornice. The upper horizontal element of a building.

Double-hung windows. Two sash that open by sliding past each other verticaily.
Fabric. The existing material of a building.

Facade. Front face of a building.

Gable. Two-slope roof form with a triangular end that may fact front or sice.

Hip roof. Four-slope roof of pyramid shape.

Massing. The three-dimensional form or shape of a building.

Newel. The end post of a railing.

Pantiles. Ceramic (or imitation ceramic) tiles of half-cylinder shape, overlapped and
underlapped to cover a roof [sketch].

Pent roof. Subsidiary roof attached to side of building and usuaily onily for
decoration.

Pitch. The degree of slope of a roof.

Pyramidal roof. Four-slope roof of pyramid shape, alternately called hip roof.
Rhythm.

Rustic. Overlap siding run horizontally so that a horizontal groove appears about
every 6 inches on an otherwise smaoth vertical face [sketches: channel rustic profile,
V-groove rustic profile, maybe Colonial Revival rustic profile (alternating wide and
narrow)l.

Scale.

Setback,

Shed roof. One-slope roof.

Veneer. A surface material that conceals the structure beneath. CRS\MITCYGUIBLIN
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